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	\ Premium aluminium body 

	\ Unique double-walled design allowing side 
conduit entry

	\ Rugged exterior with IK10 rating

	\ Multiple body colour options

	\ UV stabilised diffuser

Built with a premium-grade aluminium body, the [AXIOM] LED Bunker Light is designed to 

provide improved lighting and endure the harshest environments found in commercial and 

industrial applications. The [AXIOM]’s double-walled design faciliates easy conduit entry.

Key Features

ALUMINIUM LED BUNKER

[AXIOM]

High Quality Finish

Made from die casted aluminium with a durable 

powder coating, the [AXIOM] was created for 

style without compromising performance.

Description

220217



220217

Rated Life ≥50,000 hours

Body Aluminium

Installation Surface mounted

Beam Angle 120°

Power Factor >0.90

CRI >80

Operating Temperature -20°C to +50°C 

Input Voltage 220-240 VAC ~ 50/60Hz

IP Rating IP65

IK Rating IK10

Connection Terminal block

x = Body Colour; ‘B’ (Black, ‘G’(Grey)

*’V’ = Visor Options

Unit = mm

Length (L)

Length (L)

Height (H)

Height (H)

Technical Specifications

Dimensional Drawing

Product Data

Part Number Power Lumen Output CCT Eyelid Visor

OA-265-10W120-x 10W 720lm 3000K No

OA-265-10C120-x 10W 800lm 4000K No

OA-265-10W120-xV 10W 550lm 3000K Yes

OA-265-10C120-xV 10W 620lm 4000K Yes

OA-360-16W120-x 16W 1240lm 3000K No

OA-360-16C120-x 16W 1300lm 4000K No

OA-360-16W120-xV 16W 950lm 3000K Yes

OA-360-16C120-xV 16W 990lm 4000K Yes

Model L H N.W

OA-265-10W120-x Ø265 90 1.3kg

OA-265-10C120-x Ø265 90 1.3kg

OA-265-10W120-xV Ø265 96 1.4kg

OA-265-10C120-xV Ø265 96 1.4kg

OA-360-16W120-x Ø360 105 2.6kg

OA-360-16C120-x Ø360 105 2.6kg

OA-360-16W120-xV Ø360 112 2.8kg

OA-360-16C120-xV Ø360 112 2.8kg

 T E C H N I C A L  D A T A S H E E T      

5/26-34 Dunning Ave, Rosebery NSW 2018 
1300 313 780  |  info@tekniklighting.com.au 
tekniklighting.com.au


