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[LUX]
LED DOWNLIGHT

Description

The LUX is a premium low glare downlight designed to suit a variety of commercial and 
residential applications. The LUX maintains <19 UGR on all colour temperatures and <3 SDCM 
on 3000K and 6500K settings. Available in white or black with adjustable colour temperature 
and 600mm flex and plug.

	\ High quality PBT housing and PC diffuser 
with even light output

	\ Excellent dimming function

	\ DIP switch for selectable CCT

	\ IC-4

	\ IP44 for front face and IP20 for driver

	\ Anti-glare design UGR<19

Key Features

An IC-4 rated downlight can be abutted and directly covered with insulation. This makes 
the installation process easier as the insulation can be laid unbroken over the whole 
ceiling area.

The main benefits of IC-4 downlights include:
•	 Simple and fast installation process 
•	 Reduced labour per fitting
•	 Maintaining the intergrity of the insulation as it can be laid unbroken over the ceiling
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Product Data

Part Number Power Lumen Output CCT Diameter Height Cutout

DL-35-8S60-B 8W 550lm/600lm/600lm/550lm 3000K/4000K/5000K/6500K Ø103mm 85mm Ø90mm

DL-35-8S60-W 8W 670lm/750lm/740lm/670lm 3000K/4000K/5000K/6500K Ø103mm 85mm Ø90mm

Technical Specifications

Rated Life ≥25,000 hours 

Body Plastic

Installation Built-in Clips

Beam Angle 60°

Power Factor >0.9

CRI >80

Operating Temperature -20°C to +25°C

Input Voltage 220 - 240 VAC ~ 50/60Hz

IP Rating Front Face: IP44 & Driver: IP20

Connection Flex & Plug (0.6m)

Photometry
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